
    Characteristics:

Multi-language(English/Russi/Inter. Char set),can display text,
    graphics and animation.

Programmable via romote controller or PC.

Various display mode, such as Snow,Spray,Twinkle,Rotate,
   Scroll,Star Burst,Wipe,Interlock etc.

Build-in clock,temperature,brightness sensor, Auto on/off and
    time scheduling.

Full screen edit software.

Wide range voltage: DC9-30V or AC110V/220V.

Custom-made sizes are welcome.

LED DISPLAY

23-24

Dimension(mm) Color
Packing 

Remark
Carton Size (cm) Qty/CTN Ctn/G.W.

Material

98 (H) X 435 (L) X 35 (D)
2.inch.7X50 One-line

98 (H) X 660 (L) X 35 (D)
2.inch.7x80 One-line

100 (H) X 835L) X 35 (D) 
2.inch.7x95 One-line 

160(H) X 1250(L) X 40(D)  
4inch7x80 One-line

160(H) X1492(L) X 40 (D)
16*192  Two-line

160(H) X 1005(L) X 80(D)
16x128 Two-line 

320(H) X 1005(L) X 80(D) 
32x128 Multi-line

320(H) X 2010(L) X 80(D) 
32x256 Multi-line

Active
size(mm)

54(H)X382(L)

54(H)X610(L) 

53(H)X724(L)

108(H)X1244(L)

121(H))X1452(L)

122(H) X 976(L) 

244(H) X 976(L) 

244(H) X 1952(L)

Array

7*50dot

7*80dot

7*95dot

 7X80dot

16*192dot

16X128dot

32X128dot

32*256dot

Red

Amber

Blue

Red
Amber
Blue
RG

Red

Blue

RG

Red
Amber
Blue
RG
Red

Amber
Blue
RG
Red

Amber
Blue
RG
Red

Amber
Blue
RG
Red

Amber
Blue
RG

dot-matrix 
 led lamp

dot-matrix
 led lamp

dot- matrix

2 led lamp

dot-matrix
 led lamp

dot-matrix
led lamp

dot-matrix
led lamp

dot-matrix
led lamp

71.5*50.5*31.5

75.6*26.7*43.0

94.0*28.0*44.0

136.8*26.5*22.8

157.0*23.0*15.0

109.0*24.0*32.0

139.0*44.0*12.0

239.0*44.0*12.0

8pcs/ctn

5pcs/ctn

5pcs/ctn

2pcs/ctn

1pcs/ctn

2pcs/ctn

1pc/ctn

1pc/ctn

19kg

16.4kg

17.1kg

14.1kg

9.5kg

14.7kg

15.0kg

28.0kg

RS232 &remote controller

RS232 &remote controller

RS232 & or RS 485

RS232 &remote controller

RS232 &remote controller

RS232 & RS485

RS232 &remote controller

RS232 &remote controller

R-red,G-green,B-blue,Y-yellow,W-cool white,E-warm white,F-RGB color
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