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                                        Breakover-quickTM

                                                       Electronic Protection Powder
Silver Adhesive Statement
Model:6999-5
Products:
This product is a solvent-free, silver in the medium to ultraviolet UV light-curing one-component silver conductive plastic. It has high purity and high electrical conductivity, low modulus characteristics, and the effectiveness of the work long. The advantage: thermal conductivity, long working hours, shear strength, bonding strength; medium viscosity so that it will have a very good dispersion, UV ultra-violet light-cured, a very low amount of volatile substances, and has a metal Well-bonding can be used for a wide range of needs of thermal conductivity and so on the rapid bonding is a type of electronic link-to-date materials.

BQ-6999-5 conductive adhesive on the ultraviolet UV light has a higher degree of sensitivity, you can greatly increase productivity; cost savings; Construction Safety: There is no solvent participation, an enabling environment; and suitable for automated mass production lines.

Materials and performance:

1 Appearance: viscous liquid-like

2 Curing is not performance
	Item
	Indicators
	Determination

	Viscosity

（25℃）
	35±1Pa.s
	Brookfield@6rpm

	Center diameter
	5um
	

	Thixotropic index


	8.3
	3rpm when the viscosity




3 Recommended methods of curing: 365nm wavelengths of ultraviolet light exposure at room temperature 45 seconds.
4 After curing properties

	Tg
	135℃
	DSC

	Coefficient of thermal expansion
	less than Tg：32ppm/℃
	TMA

	
	More  than  Tg：123ppm/℃
	TMA

	Volume resistance
	0.0002
	25℃/Ω·cm3

	Volume resistance


	≥1011Ω
	

	Contact resistance


	≤0.0002Ω.CM2
	

	Bond strength


	≥600g/cm/90℃
	ITO glass and FPC bonding



	
	≥600g/cm/90℃
	ITO glass and FPC bonding



	
	≥2000g/cm/180℃
	PET and PET adhesive




Attention ：The above figures are based on information we have in the temperature 25 ℃, humidity 70% of the environment, product research and testing to be the typical data for customers to use as a reference and can not guarantee a particular into the environment to achieve the full data. The purpose is to provide you may use. But you can not take the place itself on the purpose products made by the interoperability testing and application. Since we can not foresee a variety of end-use conditions, UNINWELL is no guarantee that customers will use this information in the course of the accuracy of the responsibility. Please use customers, in order to prevail measurements.

Packaging And specifications：

1 Plastic barrels:50G 、200G、500G、1000G.

2Dispensing needles: 30 ML, 300 ML
3 On the label:manufacturer , the product name, model, production batch number, weight and so on
Usage:

一) Preparatory work:

1 Open the lid before the silver conductive plastic removed from the frozen room, placed at room temperature (25 ℃ or so) for more than an hour;
2 Open the lid, to avoid submerged containers outside the drop in rubber, container wall because there is frost leak into the water, mixed with water or air drops will have an impact on their properties;

3 Viscosity adjustment: Do not adjust the viscosity, adding that any solvent could affect their properties;

二) Usage
1) conductive adhesive paste material is based on the existence of the surface vulnerable to volatile solvents and drying, in the off Cap, as far as possible proposals to shorten the exposure time in the air;
2) conductive plastic Kaifeng have been recommended to 5 days consumption.

Notes:

1 Low temperature of the product to be stored in dark sealed inside the refrigerator ,5-10 ℃ to preserve the validity period for 6 months;
2 Must be sealed before use temperature to avoid dew into plastic inside;

3 Glue and appliances, sticky items such as the need to maintain adequate drying, glue or easy deliquescence caused by bad curing;
4 Should avoid contact with skin, once the contact immediately after washing with soap;
5 Away from the fire place;
6 Unused, the lid will close Gaijin, stored in the refrigerator box.
An important statement:

The product samples provided by the technical parameters for informational purposes only, with their different working conditions, such as the type of equipment, materials, technology, and other conditions change.

The use of the product, please read the material safety data, products and the use of the product: the user should first determine whether a product complies with the requirements of use, the use of these products should bear the related risks and liabilities. The seller is not relevant to the user or other persons to assume the use (including the improper use of) the seller of the product caused the injury or any direct, indirect, accident or loss of follow-up.
Breakover-quick and Uninwell are registered trademark of Uninwell International,USA
Tel:021-54830212                  Fax:021-54830312


