
RF lock debugging steps

 1.  install the software first  (read software CD-ROM , the’ readme’ file ). 

 2. Landing software: first landing , default user name is USRE, password is blank. 

 3. Registration software: in the "system maintenance" following "System Registration" interface , input registration number ( total 32codes of 8 groups ). provide by our factory or agents, distributors or engineering 
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 4. Add hotel rooms and information: in "initializing card" following the " Room No. setting card " , add your building Room information 
.Example: innovate hotel  total 1 building, 3-sfloor, 6 rooms on each floor. 

 so Software should be set : Building NO.: 1; 

 Name: innovate hotel; 

 Flr NO: fill in according to the actual situation, such as on the 3 floor, filling 3; 2floor,filling 2.
 Room NO: requirements for the 4-digit, such as 301 room 0301 on the landfill; 

 Room type: according to the actual circumstances, such as Standard Double Room; 

 Rate: According to the actual situation, such as 180; 

 Most card issuers Quantity: general is set to 2 or 3; 

 Default Check-out time: according to the actual circumstances, such as 12:00 or 12:30; 
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     Full fill the information above, click the "add" button, there will be "added 1-0301 success" click "OK", you can continue to add the rest of the room, add all your organization rooms. 

 5. Prepare several cards (the total number of rooms +3 pcs; for example: innovate company , total of 18 hotel rooms, should be ready 18 +3 = 21 cards), make tags written each room NO.,  ‘reset cards", "clock settings card", "general manage Card." , and then affixed every tag to every card .

 6. Issued "reset card": Open "initializing card" following "reset card" interface, put the card which tag the "reset card" on the reader, then click "write card." 
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 7. Issue "room NO. settings card": Open "initializing card" following the "room NO. setting" interface, put the room card on the reader( the tag card must correspond to the room NO.), example: the room number 0301 ,put the card tag 0301on the reader, ’. change to room 0302, put the card tag 0302 on the reader ,, and click ‘room NO.setting card’., and so on. .finish all the rooms.

 Note: if you have 2 or more building , when you finish all the room card in the same building, then turn to another one, you have to change ‘Bld No.’
[image: image4.png][Bid No. [Name Bid_[Fir__[Room [Type Rate.
1 110 Standard | 180

110 1002 Standard 180

Room No. Settin

oom ‘ Exit

Adda Bld‘ Del a Bld ‘ Modi Bld | | Add a Room | Del a Room | Modi





 8. Issued "general manager Card": Open the "staff card " following the " general manager card" interface, full the information, then click’ write card’ 
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 9. take  "reset cards" ; ‘general manager Card" ; each ‘room NO. setting card’ with you ,come to front of door lock,

for example you came to room 0302,

first,click reset card , blue light turn on  sound "beep, beep" twice if correct ,

then click room NO.setting card 0302 (careful not to brush the wrong room number card!)  if correct , blue light on, horn twice; 
Finally brush "general manager card" , a string of music heard, pulled the handle to open the door. 
general manager card use to open door, "reset cards" ,each ‘room NO. setting card’ for setting ,can not open door.

Attention :every lock must beening set up by these three cards with the above sequence,.

10. Issue "clock settings card": Open the ‘initializing card " below the "Clock Settings" interface,
(clock setting card use for making the computer time and lock time the same )

click every lock immediately(better in 10 minutes ) when you write this just one card . if correct , blue light on, horn twice. lock setting card can not be use again , Logout this card after clicking every lock,
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 11. Issued guests card: room NO. setting card should be change to ‘guests card’ .
  example : the room 1001.

Put Room NO. setting card for 1001 on the reader, click the room 1001 you can see on the interface .and then click’ write card’ ,so 1001 card is for room 1001.other room card can not open this room except 1001room card . 

This can be done when the customer check in~
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