Hotel Lock system main function:

Level management keycard function, according to the hotel management demand, can set the emergency card, general control card, building card, floor card, team card, guest card and so on.

◆Emergency card: held by the security, can open all the door lock, after opening, the lock keep in normal open status(use the normal open card to open and then cancel the normal open status), the emergency card is not limited by the time, period and deadbolt.

◆General control card: Held by the general manager, can open all the door locks, no limited by time, period, can not open when the door in deadbolt status 

◆Building control card: held by the manager, to open all the door lock in a building within the appointed time and period, can not open the lock in deadbolt 

◆Floor Card: Held by the service staff, to open all the door lock at a floor within the appointed time and period, can not open the lock in deadbolt 

◆Team control card: to open the lock in a team or two teams within the appointed time period, can not open the lock in deadbolt. Held by the clean staff 

◆Guest Card: Held by the guest to open his own room door within his valid period 

◆Back Up emergency mechanical key: Emergency open, more safe and convenience for management.
Technical Parameter:

◆Card Type: Temic Card / Mifare 1 Card / IC Card 
◆Power supply: DC 6V, 4 pieces alkaline battery 
◆Low voltage prompt: when the working voltage of the CPU is lower 4.5V, the lock will alarm low voltage, and the lock can still open for 100 times 
◆Open time: turn handle to open, automatically locked after open; if put card and no open, automatically locked after 7 seconds 
◆Static Power Consumption: <12uA (IC Card <3uA) 

◆Dynamic Power Consumption: <200mA (IC Card<180mA) 
◆Emergency open: free from any control, even if the tongue back locked, it can open 
◆Interface functions: provide dynamic link library, can joint all the hotel management system worldwide, in order to share hotel information resources.

