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SPECIFICATION #H #%

1.0 THIS SPECIFICATION SUBJECT TO APPLICATION SAFETY STANDARD :  UL1012 EN60335 GB4943

CONDUCTED OF EMI CISPR22 CLASS OF INSULATION B

KIS IEWE LR UL1012 EN60335 GB4943 EliFks  CISPR22 (@454 B

2.0 MECHANICAL CHARACTERISTICS # st 14: -

2.1 STRAIN RELIEF TEST : EACH TERMINAL OF THE PRODUCT SHALL BE CAPABLE OF
WITHSTANDING AN AXIAL PULL OF 2 KG APPLIED GRADUALLY AND MAINTAINED FOR ,

60 SECONDS , WITHOUT LOOSENING , BREAKING OR OTHER DAMAGE .
JES TR ¢ 2 S 5 | 4 ] DURSZ Bl i ) Ry 2 Toe | FrEEI R 60 7,
fErARG, FHER, SR TR 5.

2.2 DROP TEST : PRODUCTS SHALL BY DROPPED FORMAHEIGHTOF 90  CM, ONTO A DRY
WOOD SURFACE , ITS THICKNESS IS 1 CM, AFTER SHALL NO ABNORMAL CONDITION
HAPPEN , AND INSULATIONTEST 10 MQ MIN .

prEsn  EmEEER 90 CM, BREEERS 1 CM ARG 5, S@&EENE , £/ 10M  BUE.
2.3 CORD BENDING TEST: THE CORD SHALL WITHSTAND A WEIGHT OF 200 GM, IT SWINGS FROM

LEFT TO RIGHT AT AN ANGLE OF 120 DEGREE (TOTAL) 300 TIMES, CORD BE CONDUCTIBLE

WS WAME 200 Y, ACARBVARE 120 fE, 300 EIATE(VESE .
3.0 GENERAL APPEARANCE : THE GENERAL APPEARANCE OF THE PRODUCT SHALL BY ACCEPTABLE

WITHOUT DEFORMATION ,CRACKS OR CORROSION .

SN RN, A, SR RIRAR.
4.0 INPUT VOLTAGE i \ % &

PLUG MINIMUM NORMAL MAXIMUM

90VAC 50/60Hz 220VAC 50/60Hz 264VAC 50/60Hz
4.1 OUTPUT VOLTAGE i 7 H:
PLUG CHARGING CHARACTERISTICS RATING
PO - ” 1. CHARGING VOLTAGE MAX. fiz /= 7t B8 B& B :29.4+0.2VDC

|t — | | 2. CHARGING HOLD VOLTAGE %t 2B (% EBBX :29.4+0.2VDC
s 3. CHARGING VOLTAGE MIN. {5 75 285 &5 B : 17.5VDC

2o 4. CHARGING CURRENT 7 & & i :30A+3A

1757 5. LOADING # #:4.2VX7S LI-ION BATTERY

VOLTAGE 6. ArtaRRBIH MR, RE RN T3A.
30A  15A 10A 6A 3A 0.1A 0A
CURRENT

4.2. INPUT CURRENT #i \ B i

AC 100V 50/60Hz AC 220V 50/60Hz AC 264V 50/60Hz
NO LOAD
50mA Max
LOADING 1000mA Max
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4.3 INPUT POWER :NO LOAD 0.6 W MAX,AT INPUT  100-240 VAC 50/60 Hz.
LOADING 880 W MAX, AT RATED OUTPUT.
B ATIES 22 EH 0.6 W A, {Ehn AERE 100-240 VAC  50/60 Hz.
B D) 880 WA
4.4 EFFICIENCY 2% : 94 % MIN. AT RATED INPUT AND OUTPUT

45 TEMPERATURE ifi 7}: CASE _ 75 °C MAX. FORRATED OUTPUT

4.6 INSULATION RESISTANCE ## # & P : 500 VDC 100 MQ MIN .

4.7 DIELECTRIC WITHSTAND TEST: 5mA 3000 VAC FOR 2 SECOND BETWEEN INPUT AND OUTPUT

INPUT AND CASE, AT AN ALTERNATIVE POTENIALS 5% HIGHER MAY BE APPLIED FOR 1 SECOND .

MR 5mA 3000 VAC ] 1 708, {6 EAAEGH , SRS ] 1 e
FEIRSESR M 5% W, JEFIRER & 1 1)

4.8 INRUSH CURRENT 7% % i : PEAK INRUSH CURRENT SHALL BE LIMITED 15A FOR A COLD START

4.9 POWER FACTOR Ih%[A#:  0.95 MIN.

5.0 ENVIRONMENTALFH; :

5.1 OPERATING TEMPERATURE RANGE : THE OPERATIN TEMPERATURE OF THE PRODUCT SHALL BY

FROM -29°CTO +455°C .

TAERRERESEE - -29°C TO +455°C .

5.2 STORAGE TEMPERATURE RANGE : THE STORAGE TEMPERATURE OF THE PRODUCT SHALL BY

FROM 40°CTO +75°C .
HEFREBEAETEE 40°CTO +75°C .

5.3 RESISTANCE TO HEAT: WHEN TESTED WITHIN 10 MINUTES AFTER PRODUCT HAS BEEN PLACED IN
A TEST CHAMBER MAINTAINED AT 105C *3°C FOR 16 HOURS , THE PRODUCT SHALL COMPLY

WITH THE REQUIREMENTS OF 4.7 , DIELECTRIC WITHSTAND TEST , SHALL HAVE INSULATION
RESISTANCS NOT LESS THAN STATED BELOW AS MEASURED AT 500vVDC 10 MEGOHMS MINIMUM
BETWEEN THE INPUT AND THE OUTPUT, INPUT AND CASE TOGETHER , 10 MEGOHMS MINIMUM .
ML SOHREHESER 105 C43°C . SffEn &IB16/NS | BEITHIER, E A& 4. TEME
HEREK , 484 EH : SOOVDCAR/DF 10 M Bt , 7 AR | g AFISME M .
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5.4 RESISTANCE TO MOISTURE : THE PRODUCT SHALL BY PLACED IN A TEST CHAMBER MAINTAINED
AT 40TCzx2C AT 90%~95% RELATIVE HUMIDITY FOR 6 HOURS . THEN , WHEN

TESTING 10 MINUTES SAFTER THE PRODUCT IS TAKEN OUT FROM THE TEST CHAMBER AND WIPED
DRY , THE PRODUCT SHALL COMPLY WITH THE REQIREMENTS OF 4. 7 , DIELECTRIC WHITHSTAND
TEST , AND SHALL HAVE INSULATION RESISTANCE NOTLESS THAN STATED BELOW AS MEASURED
AT 500vDC 10 MEGOHMS MINIMUM BETWEEN THE INPUT AND THE OUTPUT TOGETHER ;
10 MEGOHMS MINIMUM BETWEEN A SECONDRY THER SECONDRY AND TOGETHER
Mtk RS R 40 C£2°C MHENRER 0% ~95% BRIFTIE 6 /NEEHEIH 10 5353 85 1 THIE,
FEOn R e 4.7HHIN BEEOK, $E & BRIH B A Bt , fE500VDC fRIE T, /)y I0MERME.

6.0 RELIABILITY:THEVDESIGN AND CONSTRUCTION OF THIS PRODUCT EXHIBIT AMINIMUM MEAN TIME
BETWEEN FAILURE OF 30000 HOURS FULL RATED LOAD OPERATION AT 25 .
ISR BHEREE BERE 25°C . Ea&SEa(E 30000 /NERA .

7.0 PROTECTION {4 :
7.1THE PRODCT INCLUDES CURRENT FUSE TYPE 250V 20A  LOCATED WITHIN INPUT CIRCUIT.

B IRE  EANE EER RS, ARy 250V 20A |, EEEH AL T .
7.2 SHORT CIRCUIT: CAPABLE OF WITHSTANDING CONTINUOUS SHORT CIRCUIT AND RECOVER AUTOMATICALLY
FpsIRaE: BATHFRHEME IR Sk E R

8.0 INSPECTION ##s :

8.1 100% INSPECTION ITEMS : THE ITEMS OF 100% INSPECTION SHALL BE : NO-LOAD VOLTAGE ;LOAD
VOLTAGE ; RIPPLE VOLTAGE; INPUT CURRENT ; DIELECTRIC WITHSTAND TEST; AND GENERAL
APPEARANCE .

100% I8 EIHE « ZZHEERE , AHER , SORER , WA ER , RN N .

8.2 THE SAMPLING INSPECTION ITEMS :THE ITEMS OF SAMPLING INSPECTION SHALL IN ADDITION TO
THE 100% INSPECTION ITEMS , INCLUDE : INSULATION RESISTANCE ; AND
AUDIBLE SOUND CHECK .

MR EER100%M8 & IE H 5 | B EFEE GBS AT S .
8.3 THE SAMPLING INSPECTION DATA ACCORDING TO 8.2 AND 100% DIELECTRIC WITHSTAND TEST
DATA SHALL BE SUBMITED FOR EACH LOT .
RAT A A A A i 2 R0 1 00% T BRI 25 .
8.4 THE SAMPLING INSPECTION ITEMS LEVEL : MIL-STD-105E Il AQL : CRI 0; MAJ 0.25 ; MIN 2.5
HiEAR A E H 7K : MIL-STD-105E £4anfifh 0, & 2EREE 0.25 , JWEIEEG 2.5 .

SCHE4RSR: FY3-TN-22294-0 HIETERA: 2021-4-30  {E2THEE: BiZc10  H4E HI1E



LED4GFETFF L2 F  Fuyuan Electronic Co.,Ltd
Tel:0769 86595586 i 7 Fax:0769 86595019 K x:Http:WWW. FUYUAN-POWER. COM %t 43E-mail:FUYUANZCHGDGFUYUAN. CN

h 2r
LA
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FOR 29.4V LI-ION BATTERY

BA B B IR 75 E %% BATTERY CHARGER
#15% MODEL:FY29430000

B\ INPUT:100-240V~50/60Hz 10A
i OUTPUT:29.4V = 30A 140
$E7R LED: Ak fAGREEN = 3A +1
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CAUTION

RISK OF ELECTRIC SHOCK
DRY LOCATION USE ONLY

AVERTISSEMENT 140

POUR UTILISATION A +1
L' INTERIEUR SEULEMENT

R i MADE IN CHINA
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