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SPECIFICATION # &

1.0 THIS SPECIFICATION SUBJECT TO APPLICATION SAFETY STANDARD : J60335 UL1012 EN60335

CONDUCTED OF EMI CISPR22 CLASS OF INSULATION B
AHIAE B 22 2 A A J60335 UL1012 EN60335 BEHFEs  CISPR22 ek B
2.0 MECHANICAL CHARACTERISTICS #/LF1 :
2.1 STRAIN RELIEF TEST : EACH TERMINAL OF THE PRODUCT SHALL BE CAPABLE OF
WITHSTANDING AN AXIAL PULL OF _6  KG APPLIED GRADUALLY AND MAINTAINED FOR,
60 SECONDS , WITHOUT LOOSENING , BREAKING OR OTHER DAMAGE .
FEFT MG - P an {8 5 [ 4R T~ o] LUK 2B e AL D Ry 6 T3¢ FrRsH 60 ),
R, PHE, SO BRI R A,

2.2 DROP TEST: AFTER DROPPING THE PRODUCT FROM A HEIGHT OF _90 _ CM ONTO A DRY PINE
BOARD WITH A THICKNESS OF_1_ CM FOR _3_T IMES, THE HOUSING IS FREE INSULATION
RESISTANCE TEST RESULT IS_5  MEGOHMS MIN., AND THE WITHSTAND VOLTAGE TEST MEETS
THE REQUIREMENTS OF 4.7.

BrEsEE AL E SR CM » BEETERE R L CMFAKRINAL 3RS - FMieses - B,
SR A NS JREAY - i BRI e 4. TIH EK
2.3 CORD BENDING TEST: THE CORD SHALL WITHSTAND A WEIGHT OF _1__KG,SWING LEFT TO RIGHT

AT AN ANGLE OF 120 DEGREES (TOTAL) AND A FREQUENCY OF _40  TIMES/MINUTE FOR _300 _ TIMES,
THE CORD SHOULD BE CONDUCTIBLE.
BERRE  BRMEL T AGREAE 120 8 (435) - SR K/ - 300 FE S EEE .
3.0 GENERAL APPEARANCE : THE GENERAL APPEARANCE OF THE PRODUCT SHALL BY ACCEPTABLE
WITHOUT DEFORMATION ,CRACKS OR CORROSION .
HNE B NEL Ry, A B, R,
4.0 INPUT VOLTAGE i A E5EE:

PLUG MINIMUM NORMAL MAXIMUM
100VAC 50/60Hz 230VAC 50/60Hz 264VAC 50/60Hz
4.1 OUTPUT VOLTAGE 5 B
PLUG CHARGING CHARACTERISTICS RATING
s i @ 1.CHARGING VOLTAGE MAX. 1 = #5285 E5 B :16.80.2VDC
ARG T RED GREEN
>|<—> 2. CHARGING HOLD VOLTAGE 7 25 {rFF B :16.8+0.2VDC
i 3. CHARGING VOLTAGE MIN. 52 {E5. 7 25,26 % -10VDC
sy 4. CHARGING CURRENT Z£EBEiA :2A+0.2A
v 5. LOADING & &§:4.2VX4S LI-ION BATTERY
VOLTAGE| 6.WHEN CHARGING CURRENT = 0.2A THE LED LIGHT TURN TO GREEN.
LREAMRBESETIRERS , REER < 0.2A.
2A 1.5A 1A 05A 02A 0.1A 0A
CURRENT 7.WHEN A SINGLE COMPONENT FAILS, THE CHARGING VOLTAGE <18V
BE—HHERS |, 2B EE/NF18V.

4.2. INPUT CURRENT # A &7

NO LOAD AC 100V 50/60Hz AC 230V 50/60Hz AC 264V 50/60Hz
50mA Max
LOADING 1.5A Max

XAE4RTE: FY3-TN-26091-0 HETHEA: 2023-8-24  {EETHHEA: FE:1.0 $AE S1H
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4.3 INPUT POWER :NOLOAD 0.5 W MAX,ATINPUT 100-240 VAC 50/60 Hz.

LOADING 70 W MAX, AT RATED OUTPUT.
AT © ZE# 0.5 WK fEmAERE 100-240 VAC 50/60

HE 70 WA > FEEERE T -

4.4 EFFICIENCY 2% : 85 % MIN. AT RATED INPUT AND OUTPUT.

4.5 TEMPERATURE RISINGfiF : CASE 65 °C MAX. FOR RATED OUTPUT

4.6 INSULATION RESISTANCE 4g4%%5[H : 500 vbC 10  MQMIN.

4.7 DIELECTRIC WITHSTAND TEST :  5mA 3000 @ VAC FOR 1 MINUTE BETWEEN INPUT AND OUTPUT
INPUT AND HOUSING. WHEN CHOOSING TO INCREASE THE WITHSTAND VOLTAGE BY 5%, THE
APPLICATION TIME SHOULD BE 3 SECONDS.

MHEEMIE, ©  SmA 3000 FfE—/ri# > fEfm AR - B ARIINRZE -
TR il BE 5% 15 > FEFIFREIERy 370 -

4.8 INRUSH CURRENT: PEAK INRUSH CURRENT SHALL BE LIMITED 50 A FOR A COLD START
TSR - RRE T o IR{EATEREUER NN 50 A-

4.9 POWER FACTOR I : 06  MIN.

5.0 ENVIRONMENTAL E#% :

5.1 OPERATING AMBIENT TEMPERATURE RANGE T {FiEinBfediE : -29°CTO +35°C

5.2 STORAGE AMBIENT TEMPERATURE RANGE fh{FIRE R &iE : -40°C TO +75 °C

5.3 STORAGE HUMIDITY g R rs#iE : 20% TO65% RH.

5.4 RESISTANCE TO HEAT: WHEN TESTED WITHIN 10 MINUTES AFTER PRODUCT HAS BEEN PLACED IN
A TEST CHAMBER MAINTAINED AT _105 °C+ 3°C  FOR 16 HOURS, THE PRODUCT SHALL COMPLY
WITH THE REQUIREMENTS OF 4.7, DIELECTRIC WITHSTAND TEST, SHALL HAVE INSULATION
RESISTANCS NOT LESS THAN STATED BELOW AS MEASURED AT 500VDC 5 MEGOHMS MINIMUM

BETWEEN INPUT AND OUTPUT, INPUT AND CASE TOGETHER.
MMM FECEAE 105 CE3C  SrmfaM 16/ - HUH 1077 8T > BEan i AT 54,710
M ERHIEAZEOR » $B&&EBIH - FES00VDCHRIT AN 5 JRBIE - TE8 ARIEH - B0 ARINEZ R -
5.5 RESISTANCE TO MOISTURE : THE PRODUCT SHALL BY PLACED IN A TEST CHAMBER MAINTAINED
AT __40°C+2°C AT __90%~95%  RELATIVE HUMIDITY FOR _6 HOURS. THEN, WHEN

TESTING 10 MINUTES AFTER THE PRODUCT IS TAKEN OUT FROM THE TEST CHAMBER AND WIPED
DRY , THE PRODUCT SHALL COMPLY WITH THE REQUIREMENTS OF 4.7 DIELECTRIC WITHSTAND
TEST, AND SHALL HAVE INSULATION RESISTANCE NOT LESS THAN STATED BELOW AS MEASURED
AT 500VDC 5 MEGOHMS MINIMUM BETWEEN THE PRIMARY AND THE SECONDARY TOGETHER.
Mg © FERRIEDRE Ry 40°C £2°C MH¥NIRAER 90% ~95% R NIE 6/NEF » BUH 1073 885 A THIE -
FESLMATT G4 TR B HIEAZER - S84 EBIH - WITCEER - FESO0VDCHRAE AN 5 JREH -
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6.0 RELIABILITY:THEVDESIGN AND CONSTRUCTION OF THIS PRODUCT EXHIBIT A MINIMUM MEAN TIME
BETWEEN FAILURE OF 30000 HOURS FULL RATED LOAD OPERATIONAT 25  °C.
AISEME  EE R AR, BIERE 25 CT. EmSFoam/7E 30000 /N
7.0 PROTECTION {53 :
7.1 THE PRODCT INCLUDES CURRENT FUSE TYPE 250V 3.15A LOCATED WITHIN INPUT CIRCUIT.

B reE  EmNE - EER RS, B8R 250V 3.15A | [EE /i AlnlEg

7.2 SHORT CIRCUIT: CAPABLE OF WITHSTANDING CONTINUOUS SHORT CIRCUIT AND RECOVER AUTOMATICALLY
rpsReE: AAMNFFERMEEMN B8R E /.

8.0 INSPECTION s :

8.1 100% INSPECTION ITEMS : THE ITEMS OF 100% INSPECTION SHALL BE : NO-LOAD VOLTAGE ;LOAD
VOLTAGE ; RIPPLE VOLTAGE; PRIMARY CURRENT ; DIELECTRIC WITHSTAND TEST; AND GENERAL
APPEARANCE .
100%ta & H « 22 s e IR , BEEERE , SUKERR , WIAREDR | MY ERRIEAL S i 4 Nl

8.2 THE SAMPLING INSPECTION ITEMS :THE ITEMS OF SAMPLING INSPECTION SHALL IN ADDITION TO
THE 100% INSPECTION ITEMS , INCLUDE : INSULATION RESISTANCE ; AND
AUDIBLE SOUND CHECK .

MR & FR100% M EHH AN |, BEfmEGEHTE RAESRE .

8.3 THE SAMPLING INSPECTION DATA ACCORDING TO 8.2 AND 100% DIELECTRIC WITHSTAND TEST

DATA SHALL BE SUBMITED FOR EACH LOT .
PRAZ AR A A S 2 A 10091 BRI G 25

8.4 THE SAMPLING INSPECTION ITEMS LEVEL : MIL-STD-105E Il AQL : CRI 0; MAJ 0.25 ; MIN 2.5

IR I H 7K« MIL-STD-105E Eantigh 0, - S2HRE 0.25 , ZREGEL 2.5 .
9.0 HSF REQUIREMENTS fE/5 /& Tk
ROHs20_ M ReacH_H PAHs% IR _ L)

10.0 SYMBOL DESCRIPTION R B :

ONLY SUITABLE FOR SAFE USE IN MON -TROPICAL CLIMATES
@ EEARIARERIRF TR 2R,

ONLY SUITABLE FOR SAFE USE IN AREAS BELOW 2000 m ABOVE SEA LEVEL
{38 FH /B 2000M L T2 (HH -

EEANEANEM -

THE APPLIANCE MUST NOT BE DISPOSED OF TOGETHER WITH NORMAL
HOUSEHOLD WASTE. IT NEEDS TO BE RECYCLED.

AR LR AR — [F EE - ERER

ﬁ FOR INDOOR USE ONLY.
ho¢
-
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MECHANICAL DIMENSIONS
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Fuyuang ®

FOR 16.8V LI-ION BATTERY

BATTERY CHARGER
MODEL : FY1682000 6@@
INPUT:100-240V~50/60Hz 1.5A 100VA

OUTPUT:16.8V == 2.0A 33.6W
LED:GREEN =0.2A

e @M. fe

intertek "
éb Z UK
cA

TD50s27326

MADE IN CHINA

CAUTION

RISK OF ELECTRIC SHOCK
DRY LOCATION USE ONLY
RoHS £ 2308

AVERTISSEMENT ,,,,,,,,,
RISQUE DE CHOC ELECTRIQUE.
AUTILISER UNIQUEMENT
DANS UN ENDROIT SEC.
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