SINBON LIQUID FILLING MACHINE COLLECTION FORM
CUSTOMER INFORMATION

Company Name:                                                                                  
Company Address:                                                                                 
Email:  
                                   Website:                                          
Tel:                                     Fax:                                                  
Contact Person:                               

MATERIAL INFORMATION

Material Name:                                                                               
Material Viscosity:                                                                        CPS
Material Temperature:                                                                       ℃

Filling Speed:                                                                      Barrel/hour
Filling Capacity:                                                                            kg
Corrosion Level:   □ High            Middle           □ Without Corrosion
Machine Material Required:  SUS 304  □SUS 316  □ SUS 316L  □ Other:                       
Feeding Mode: □ Gravity □ Pumping (Motor Driven Pumping □ Pneumatic Drive Pump □ Other:               )

Filling Mode:  
· Filling from Barrels above mouth (Without bubbles overflow)
· Filling from Barrel within the mouth (There are bubbles, but don’t overflow)

· Filling from under liquid level (There are lots of bubbles overflow)

BARRELS INFORMATION
Quantity of Barrels for every batch filling: □Single Barrels Mode  □ Two Barrels Mode □ Four Barrels Mode □ Others:                      
Shape of Barrel:  □ Round Barrel  □ Square Barrel □ Other:                                     

Barrel Material:  □ Iron Barrel    □ Plastic Barrel  □ Other:                                      

Barrel Size:                                                                                      
Barrel Height:                                                                                    
Barrel Mouth: □Open   □ Small Open (Open Diameter:                mm)

Barrel Shape Change: □ Almost No Change  □Often Change                                     
INSTALLATION ENVIRONMENT

Working Environment: □ Non anti-explosion  □Anti-explosion (□ Strict   □ Normal)
Peripheral Equipment: □Roller Conveyor ( □ Motor Driven  □ Without Motor Driven )
□ Automatic Hole Machine   □ Feeding Pump   □ Cap Screwing Machine □ Basket of gland machine   □ Flat gland machine  □ Put cover machine □ Weighing Software □ Printer  
□Nitrogen filling device □ Attemperator
Roller Material of Conveyor:  □Galvanized Roller  □ Stainless Steel Roller
Material of Conveyor Body:  □ Carbon Steel      □ Stainless Steel

Quantity of Barrels for every batch filling: □ Single Barrels Mode  □ Two Barrels Mode □ Four Barrels Mode □ Others:                      

Height from Material Infeed Rabbet to floor:                          mm

Diameter of Material Infeed Rabbet Hole:                              mm

Material conveying Distance:             mm (from Material Infeed Rabbet Hole to infeed hole of Liquid filling machine)

Liquid Filling Machine infeed hole with hosepipe connection:
□ Standard Flange Connector □ Internal Thread Connector □ Food Flange Connector □ F type Rapid Connector
When feeding material, whether pump working with liquid filling machine together?

□ Yes      □ No.

When finished filling or change other material to fill, how to clean?

□ Rapid Circulate Clean □ Manual Clean main parts  □ Almost manual clean

Which type of Liquid Filling machine you are interested in?

□ Semi-Automatic Filling Machine □ Automatic Filling Machine □ Simple Filling Machine
Other Requirement:

